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manufacturer, of obstruction lights
and fog signals.

(g) Corps of Engineers correspondence.
A copy of all correspondence directed
to the District Engineer, Corps of Engi-
neers, U.S. Army, in accordance with
condition (i) of the Department of the
Army permit, shall be forwarded to the
District Commander for those oper-
ations conducted under permits au-
thorizing the erection of structures in
areas in which Class ‘‘A’’, Class ‘‘B’’, or
Class ‘‘C’’ requirements must be met.

[CGFR 58–17, 23 FR 3377, May 20, 1958, as
amended by CGFR 61–40, 26 FR 10353, Nov. 3,
1961; CGFR 65–34, 30 FR 9485, July 29, 1965;
CGFR 68–95, 33 FR 15285, Oct. 15, 1968; USCG–
2000–7223, 65 FR 40055, June 29, 2000; USCG–
2001–9286, 66 FR 33640, June 25, 2001]

§ 67.50–30 Ninth Coast Guard District.
(a) Description. See § 3.45–1 of this

chapter.
(b) Line of demarcation. There is no

line of demarcation prescribed for this
District. When required, it will be de-
termined in accordance with § 67.01–20.
The District Commander shall assign
structures to classes as he deems ap-
propriate at the time of application for
a permit to establish and operate lights
and fog signals. In so doing, he shall
take into consideration matters con-
cerning, but not necessarily limited to,
the dimensions of the structure and the
depth of water in which it is located;
the proximity of the structure to vessel
routes; the nature and amount of ves-
sel traffic; and the effect of background
lighting.

[CGFR 58–17, 23 FR 3377, May 20, 1958, as
amended by CGFR 61–40, 26 FR 10353, Nov. 3,
1961]

§ 67.50–35 Eleventh Coast Guard Dis-
trict.

(a) Description. See § 3.55–1 of this
chapter.

(b) Line of Demarcation. The line of
demarcation described in this section
is for adminstrative purposes to distin-
guish between the areas in which struc-
tures shall be subject to Class ‘‘A’’,
‘‘B’’, or ‘‘C’’ requirements. The line de-
limits the areas to seaward of which
class ‘‘A’’ requirements are imposed.
The line of demarcation within the ju-
risdiction of the District Commander is
defined as follows:

(1) Commencing at a point of latitude
41°59.8′ N., longitude 124°19.5′ W., thence
southward along the seaward limit of
the territorial sea to;

(2) A point at latitude 32°32.0′ N, lon-
gitude 117°11.0′ W.

(c) Structures located within a half
nautical mile of Traffic Separation
Scheme Los Angeles/Long Beach will
also be subject to class ‘‘A’’ require-
ments. The traffic separation scheme is
depicted on National Ocean Service
Charts 18740, 18720, 18725, 18746, 18721.

[CGD11–86–02, 52 FR 37613, Oct. 8, 1987]

§ 67.50–45 Thirteenth Coast Guard Dis-
trict.

(a) Description. See § 3.65–1 of this
chapter.

(b) Line of demarcation. There is no
line of demarcation prescribed for this
District. When required, it will be de-
termined in accordance with § 67.01–20.
The District Commander shall assign
structures to classes as he deems ap-
propriate at the time of application for
a permit to establish and operate lights
and fog signals. In so doing, he shall
take into consideration matters con-
cerning, but not necessarily limited to,
the dimensions of the structure and the
depth of water in which it is located;
the proximity of the structure to vessel
routes; the nature and amount of ves-
sel traffic; and the effect of background
lighting.

[CGFR 58–17, 23 FR 3377, May 20, 1958, as
amended by CGFR 62–25, 27 FR 8733, Aug. 31,
1962]

§ 67.50–50 Seventeenth Coast Guard
District.

(a) Description. See § 3.85–1 of this
chapter.

(b) Line of demarcation. There is no
line of demarcation prescribed for this
District. When required it will be de-
termined in accordance with § 67.01–20.
The District Commander shall assign
structures to classes as he deems ap-
propriate at the time of application for
a permit to establish and operate lights
and fog signals. In so doing, he shall
take into consideration matters con-
cerning, but not necessarily limited to,
the dimensions of the structure and the
depth of water in which it is located;
the proximity of the structure to vessel
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